
Copper Fittings

Double Locking ( BS Standard )

Indigenous –Self Sealing

All Copper �ttings used for medical gas pipeline systems.

Ben�ts: Ensure non contaminated supply of gas.

We supply anti confusion Diameter Index outlet for di�erent medical 
gasses.

Terminal units are mounted in a variety of ways to ensure maximum 
convenience. It may be on walls, panels or on ceiling pendants. All 
terminal outlets will have non interchangeable adopters.

DIN Standard Outlet: Model SK/GN

We supply anti confusion Diameter Index outlet for di�erent medical 
gasses.

Emerald Outlet /Parkodex

Insert the secondary equipment and the gas starts �owing. A disk 
valve has been provided at the base of each outlet wall for easy 
maintenance. Parking facility for the secondary equipment has been 
provided.

Oxygen �ow meters

Zonal Valve Box

Area Alarm

Back pressure compensated �ow meter made with brass body, 
meet strict precision and durability standards. Humidi�er bottle is 
made of unbreakable polycarbonate material and is autoclavable.

The Zonal Valve box are fully designed to suite multiple operational 
and requirement and ensure considering space for mounting.

Our company provides extreme focus on safety and have designed 
a special alarm panel ( Optional battery backup) to ensure smooth,
uninterrupted and safe supply of medical gas to the hospital.

Modular Operation Theater

Benaka Meditech provides trunkey solution for surgical operation 
theater our range of service includes layout planning, Technical 
Planning of individual projects, Construction Manufacturing 
Installation and start up.

Luminar Flow
Interior Valve
Flooring
SS Floor
Pendent


